.050" x .100 Tripolarized, Latch/Ejector Header

Straight, 4 Wall, Surface Mount 810 Series

 Tripolarization to mini socket

e 50 mil x 100 mil double board density
¢ Nine sizes (20—-100 position)

e Latch and eject feature

* High temperature dielectric
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Physical
Insulation
Material: High Temperature Plastic (LCP)
Flammability: UL 94V-0
Color: Ivory (Natural)
Contact
Material: Copper Alloy
Plating
Underplate: 10Q" [ 2.54um ] Nickel — QQ-N-290, Class 2
Wiping Area: 30" [ 0.76um ] Gold — MIL-G-45204, Type Il, Grade C
Solder Tails: 10Qu" [ 2.54um ] 90/10 Tin Lead
Marking: 3M Logo, Part Number Identification and Orientation Triangle
Electrical

Current Rating:
Insulation Resistance:
Withstanding Voltage:

05A
> 1x 1P Q at 500 Vdc
500 Vrms at Sea Level

Environmental

Temperature Rating:
Process Rating:

UL File No.: E68080

-55°C to +105C
250°C @ 90 seconds Max

3M Interconnect Solutions Division

http://www.3M.com/interconnects/

For technical, sales or ordering information call
800-225-5373



.050" x .100 Tripolarized, Latch/Ejector Header

Straight, 4 Wall, Surface Mount 810 Series
N Table 1
0 “ Dimensions
Contact
c|:| Qty A B c D Short | D Long
Ref Ref
A 020 1.060 722 .860 1.671 1.842
[26.92] | [18.34] | [21.84] | [42.44] | [46.77]
026 1.210 .872 1.010 1.817 1.987
B [30.73] | [22.15] | [25.65] | [46.15] | [50.47]
036 1.460 1.122 1.260 2.070 2.274
Position 2 [37.08] | [28.50] | [32.00] | [52.58] | [57.76]
— 310 See Note 1 040 1560 | 1.222 | 1.360 | 2.170 | 2.365
[7.87] ee Note 177, [39.62] | [31.04] | [34.54] | [55.12] | [60.07]
\ 050 1.810 1.472 1.610 2421 2.609
I e [45.97] | [37.39] | [40.89] | [61.49] | [66.27]
Reoscnoncoctoncnonososcsoooaas 2.060 1.722 1.860 2.671 2.872
‘ : 060 | 152.32] | [43.74] | [47.24] | [67.84] | [72.95]
Position 1 068 2.260 1.922 2.060 2.870 3.083
015X ..015 —=|=— [57.40] | [48.82] | [52.32] | [72.90] | [78.31]
L 100 Ref [0-38] x10.38] r -[25207]“’9 080 2.560 | 2.222 | 2.360 | 3.178 | 3.370
[2.54] ' [65.02] | [56.44] | [59.94] | [80.72] | [85.60]
100 3.060 2.722 2.860 3.676 3.875
[77.72] | [69.14] | [72.64] | [93.37] | [98.43]
D
Short Latch
— Position 1 Long Latch
Orientation
Triangle
.165+.010 /\ -
440 £ .010 -
[4.19] (11.18] K — .140+.010
N Ref [3.56]
.265
[6.73]
[2.34] \ Optional Single Press T
Fit Post Mount/Alignment [fgg] [24769]: 010
Feature : Inch
©.116 — Olptional Metal [mm]
Clip Retention
[2.95] P I Tolerance Unless Noted
Notes: .0 | .00 |.000
1. This polarization bump does not exist on the 20 position header. Inch +.1 | £.01 [+.005
2. Recommended to be mated to the .050" X .100" 82XXX Series Wiremount Socket. [ ] Dimensions for
Reference only
Ordering Information
Header Ejector / Latch
81XXX-6X0COX 3505-29
|
%‘ Ejector
Contact Quantity Ejector/Latch System: Board Mounting Options:
(See Table 1) 0= None 1 = Nome (Short)
1 = Short (Packaged Separately) 4 = Press Fit Post Mount at
2 = Long (Packaged Separately) Position 1 end 3505-28
5 = Short (Installed) 7 = Metal retention clips .
6 = Long (Installed) Ejector/Latch
(Long) TS-0583-09
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.050" x .100 Tripolarized, Latch/Ejector Header
Straight, 4 Wall, Surface Mount 810 Series

©.065 +.002 Typ Table 3
[1.65]
U U Dimensions
Ejector ‘Latches - -
E Min H Min
No .215 [5.46] 775 [19.69]
@[1037211 003 Typ (Plated thru hole) Short 525 [13.34] 1.085 [27.56]
Long .650 [16.51] 1.21[30.73]
Table 2
Typ, Full R - -
Dimensions
No. of Positions = G
Detail A
Optional plated thru hole 20 450 [11.43] N/A
for metal clip retention 26 600 [15.24] N/A
36 .850 [21.59] N/A
40 .950 [24.13] N/A
50 1.200 [30.48] .025 [6.35]
60 1.450 [36.83] 0.000
68 1.650 [41.91] 0.000
80 1.950 [49.53] 0.000
\
[of 100 2.450 [62.23] 0.000

Optional Drilled Hole
for Plastic Post |
©.109 +.002 —= -050 £.002 Typ 2X .075 +.002

[2.77] h[l.zn _ a~>{ ﬁ 11.09]

Tolerance Noncumulative

See Detaill A — |
.029 +.001
158 +.002 [0.74] ‘(E ‘ L—»‘— 205 +.003
[3.96] Position 2 T F’i G ‘ [5.21]
. - — - il T—m
S o \\Um Hﬂﬂ @ﬂ @ﬂﬂ Hﬁ@ |
.220+.003 ) ; a .376
[5.59] PN ’(\T‘} % N A N3 AP A D Ry + [9.55]
LU N T 70T
110 +.002 I y« E —= Position 1 \ ‘
[2.79] | ‘
L H i
|
—— 280
[7.11]
Screw Mounting Holes
2X ©.109 + .002
[2.77]
C + .002

Recommended Mounting Hole Pattern
(Shown for mounting side of PC Board)
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